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순 번 식별번호 모델명 Size(mm) 품명 품목 비고

1 21878566  FX3003D 1280×1555×t3.0mm 파형강판 대골 TYPE-1

2 21878567  FX3004D 1280×1980×t3.0mm 파형강판 대골 TYPE-1

3 21878568  FX3005D 1280×2405×t3.0mm 파형강판 대골 TYPE-1

4 21878569  FX3006D 1280×2830×t3.0mm 파형강판 대골 TYPE-1

5 21878570  FX3007D 1280×3255×t3.0mm 파형강판 대골 TYPE-1

6 21878571  FX3008D 1280×3680×t3.0mm 파형강판 대골 TYPE-1

7 21878572  FX3009D 1280×4105×t3.0mm 파형강판 대골 TYPE-1

8 22124465  FX3203D 1280×1555×t3.2mm 파형강판 대골 TYPE-1

9 22124466  FX3204D 1280×1980×t3.2mm 파형강판 대골 TYPE-1

10 22124467  FX3205D 1280×2405×t3.2mm 파형강판 대골 TYPE-1

11 22124457  FX3206D 1280×2830×t3.2mm 파형강판 대골 TYPE-1

12 22124458  FX3207D 1280×3255×t3.2mm 파형강판 대골 TYPE-1

13 22124459  FX3208D 1280×3680×t3.2mm 파형강판 대골 TYPE-1

14 22124483  FX3209D 1280×4105×t3.2mm 파형강판 대골 TYPE-1

15 21878573  FX4003D 1280×1555×t4.0mm 파형강판 대골 TYPE-1

  토목구조용 파형강판 규격서

(주)픽슨

1. 토목구조용 파형강판의 개요

  1.1 적용범위

     이 규격은 3t~9t까지의 일반 강판에 강성을 증대시키고자 파형을 준 강판으로   

      피치 400mm×골 깊이 150mm의 TYPE-1과 피치 380mm×골 깊이 140mm의    

      TYPE-2 대골형 파형강판 제품에 대하여 피치와 골 깊이가 상대적으로 크면서 높  

      은 강성을 갖는 토목 구조용 파형강판에 대하여 규정한다.

 
  1.2 특징

파형강판은 생태통로, 통로, 수로, 암거, 소교량, 가교 및 가도, 저류조, 군사시설등

에 사용되는데 파형강판은 강재에 파도모양의 골을 형성한 후 용융아연도금을 한 

강판으로 일반 강판에 비하여 단면계수가 10~30배로 증가하여 하중에 대한 저항

력이 크고 볼트조립으로 간단하게 시공할 수 있는 경제적인 구조물이다.

2 규격 

 2.1. 제원

   

   가. TYPE-1
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16 21878574  FX4004D 1280×1980×t4.0mm 파형강판 대골 TYPE-1

17 21878575  FX4005D 1280×2405×t4.0mm 파형강판 대골 TYPE-1

18 21878576  FX4006D 1280×2830×t4.0mm 파형강판 대골 TYPE-1

19 21878577  FX4007D 1280×3255×t4.0mm 파형강판 대골 TYPE-1

20 21878578  FX4008D 1280×3680×t4.0mm 파형강판 대골 TYPE-1

21 21878579  FX4009D 1280×4105×t4.0mm 파형강판 대골 TYPE-1

22 21878580  FX4303D 1280×1555×t4.3mm 파형강판 대골 TYPE-1

23 21878581  FX4304D 1280×1980×t4.3mm 파형강판 대골 TYPE-1

24 21878582  FX4305D 1280×2405×t4.3mm 파형강판 대골 TYPE-1

25 21878583  FX4306D 1280×2830×t4.3mm 파형강판 대골 TYPE-1

26 21878584  FX4307D 1280×3255×t4.3mm 파형강판 대골 TYPE-1

27 21878585  FX4308D 1280×3680×t4.3mm 파형강판 대골 TYPE-1

28 21878586  FX4309D 1280×4105×t4.3mm 파형강판 대골 TYPE-1

29 21878587  FX5003D 1280×1555×t5.0mm 파형강판 대골 TYPE-1

30 21878588  FX5004D 1280×1980×t5.0mm 파형강판 대골 TYPE-1

31 21878589  FX5005D 1280×2405×t5.0mm 파형강판 대골 TYPE-1

32 21878590  FX5006D 1280×2830×t5.0mm 파형강판 대골 TYPE-1

33 21878591  FX5007D 1280×3255×t5.0mm 파형강판 대골 TYPE-1

34 21878592  FX5008D 1280×3680×t5.0mm 파형강판 대골 TYPE-1

35 21878593  FX5009D 1280×4105×t5.0mm 파형강판 대골 TYPE-1

36 21878594  FX6003D 1280×1555×t6.0mm 파형강판 대골 TYPE-1

37 21878595  FX6004D 1280×1980×t6.0mm 파형강판 대골 TYPE-1

38 21878596  FX6005D 1280×2405×t6.0mm 파형강판 대골 TYPE-1

39 21878597  FX6006D 1280×2830×t6.0mm 파형강판 대골 TYPE-1

40 21878598  FX6007D 1280×3255×t6.0mm 파형강판 대골 TYPE-1

41 21878599  FX6008D 1280×3680×t6.0mm 파형강판 대골 TYPE-1

42 21878600  FX6009D 1280×4105×t6.0mm 파형강판 대골 TYPE-1

43 21878601  FX7003D 1280×1555×t7.0mm 파형강판 대골 TYPE-1

44 21878602  FX7004D 1280×1980×t7.0mm 파형강판 대골 TYPE-1

45 21878603  FX7005D 1280×2405×t7.0mm 파형강판 대골 TYPE-1

46 21878604  FX7006D 1280×2830×t7.0mm 파형강판 대골 TYPE-1

47 21878605  FX7007D 1280×3255×t7.0mm 파형강판 대골 TYPE-1

48 21878606  FX7008D 1280×3680×t7.0mm 파형강판 대골 TYPE-1

49 21878607  FX7009D 1280×4105×t7.0mm 파형강판 대골 TYPE-1

50 21878608  FX8003D 1280×1555×t8.0mm 파형강판 대골 TYPE-1

51 21878609  FX8004D 1280×1980×t8.0mm 파형강판 대골 TYPE-1

52 21878610  FX8005D 1280×2405×t8.0mm 파형강판 대골 TYPE-1

53 21878611  FX8006D 1280×2830×t8.0mm 파형강판 대골 TYPE-1

54 21878612  FX8007D 1280×3255×t8.0mm 파형강판 대골 TYPE-1

55 21878613  FX8008D 1280×3680×t8.0mm 파형강판 대골 TYPE-1

56 21878614  FX8009D 1280×4105×t8.0mm 파형강판 대골 TYPE-1

57 21241343  FX216D  t1.6mm 보강플레이트 대골 TYPE-1

58 21241344  FX220D  t2.0mm 보강플레이트 대골 TYPE-1

59 21241346  FX301D 180×175×35mm 베이스채널 대골 TYPE-1

60 21241347  FX302D 19×100×225mm 앵커볼트 대골 TYPE-1

61 21241348  FX303D 19×100×285mm 앵커볼트 대골 TYPE-1

62 21761086  FX318D 19×100×305mm 앵커볼트 대골 TYPE-1

63 21878624  FX319D 20×150×260mm 앵커볼트 대골 TYPE-1

64 21241365  FX304D 280×1650mm 가스켓 대골 TYPE-1

65 21241366  FX305D 80×2000mm 가스켓 대골 TYPE-1

66 21618274  FX306D 19×75mm 조립용볼트 대골 TYPE-1

67 21618275  FX307D 22×75mm 조립용볼트 대골 TYPE-1

68 21878618  FX323D 19×55mm 조립용볼트 대골 TYPE-1

69 21878619  FX324D 22×55mm 조립용볼트 대골 TYPE-1

70 21878620  FX325D 19×100mm 조립용볼트 대골 TYPE-1

71 21241352  FX308D 19×90mm 접시머리볼트 대골 TYPE-1
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순 번 식별번호 모델명 Size(mm) 품명 품목 비고

1 22440844 FX34203G 838×1447×t3.42mm 파형강판 대골 TYPE-2
2 22440845 FX34204G 838×1853×t3.42mm 파형강판 대골 TYPE-2
3 22440846 FX34205G 838×2260×t3.42mm 파형강판 대골 TYPE-2
4 22440847 FX34206G 838×2666×t3.42mm 파형강판 대골 TYPE-2
5 22440848 FX34207G 838×3072×t3.42mm 파형강판 대골 TYPE-2
6 22440849 FX34208G 838×3479×t3.42mm 파형강판 대골 TYPE-2
7 22440850 FX34209G 838×3885×t3.42mm 파형강판 대골 TYPE-2
8 22440851 FX34210G 838×4292×t3.42mm 파형강판 대골 TYPE-2
9 22440852 FX34211G 838×4698×t3.42mm 파형강판 대골 TYPE-2
10 22440853 FX34212G 838×5105×t3.42mm 파형강판 대골 TYPE-2
11 22440854 FX34213G 838×5511×t3.42mm 파형강판 대골 TYPE-2
12 22440855 FX34214G 838×5918×t3.42mm 파형강판 대골 TYPE-2
13 22440856 FX34215G 838×6324×t3.42mm 파형강판 대골 TYPE-2
14 22440857 FX34216G 838×6730×t3.42mm 파형강판 대골 TYPE-2
15 22440876 FX41803G 838×1447×t4.18mm 파형강판 대골 TYPE-2
16 22440877 FX41804G 838×1853×t4.18mm 파형강판 대골 TYPE-2
17 22440878 FX41805G 838×2260×t4.18mm 파형강판 대골 TYPE-2
18 22440879 FX41806G 838×2666×t4.18mm 파형강판 대골 TYPE-2
19 22440880 FX41807G 838×3072×t4.18mm 파형강판 대골 TYPE-2
20 22440881 FX41808G 838×3479×t4.18mm 파형강판 대골 TYPE-2
21 22440882 FX41809G 838×3885×t4.18mm 파형강판 대골 TYPE-2
22 22440883 FX41810G 838×4292×t4.18mm 파형강판 대골 TYPE-2
23 22440884 FX41811G 838×4698×t4.18mm 파형강판 대골 TYPE-2
24 22440885 FX41812G 838×5105×t4.18mm 파형강판 대골 TYPE-2
25 22440886 FX41813G 838×5511×t4.18mm 파형강판 대골 TYPE-2
26 22440887 FX41814G 838×5918×t4.18mm 파형강판 대골 TYPE-2
27 22440888 FX41815G 838×6324×t4.18mm 파형강판 대골 TYPE-2
28 22440889 FX41816G 838×6730×t4.18mm 파형강판 대골 TYPE-2
29 22440890 FX46703G 838×1447×t4.67mm 파형강판 대골 TYPE-2
30 22440891 FX46704G 838×1853×t4.67mm 파형강판 대골 TYPE-2
31 22440892 FX46705G 838×2260×t4.67mm 파형강판 대골 TYPE-2
32 22440893 FX46706G 838×2666×t4.67mm 파형강판 대골 TYPE-2

  

 나. TYPE-2

72 21241353  FX309D 19×220mm 접시머리볼트 대골 TYPE-1

73 21241355  FX310D 22×90mm 접시머리볼트 대골 TYPE-1

74 21878615  FX320D 19×60mm 접시머리볼트 대골 TYPE-1

75 21878616  FX321D 22×60mm 접시머리볼트 대골 TYPE-1

76 21878617  FX322D 19×200m 접시머리볼트 대골 TYPE-1

77 21241357  FX311D 22×60mm 연결용너트(빔보강) 대골 TYPE-1

78 21618276  FX312D 50×1158mm 보강띠 대골 TYPE-1

79 21241363  FX313D Φ130mm 그라우트피팅홀 대골 TYPE-1

80 21241364  FX314D 100×2000mm 백업플레이트 대골 TYPE-1

81 21618277  FX315D Φ32mm 커플러 대골 TYPE-1

82 21618282  FX316D W330×t5.0mm 강재라이닝 대골 TYPE-1

83 21241345  FX317D 430×t12.0mm 엘보 대골 TYPE-1

84 21878625  FX326D 32×154×32mm 전단연결재 대골 TYPE-1
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33 22440894 FX46707G 838×3072×t4.67mm 파형강판 대골 TYPE-2
34 22440895 FX46708G 838×3479×t4.67mm 파형강판 대골 TYPE-2
35 22440896 FX46709G 838×3885×t4.67mm 파형강판 대골 TYPE-2
36 22440897 FX46710G 838×4292×t4.67mm 파형강판 대골 TYPE-2
37 22440898 FX46711G 838×4698×t4.67mm 파형강판 대골 TYPE-2
38 22440899 FX46712G 838×5105×t4.67mm 파형강판 대골 TYPE-2
39 22440900 FX46713G 838×5511×t4.67mm 파형강판 대골 TYPE-2
40 22440901 FX46714G 838×5918×t4.67mm 파형강판 대골 TYPE-2
41 22440902 FX46715G 838×6324×t4.67mm 파형강판 대골 TYPE-2
42 22440903 FX46716G 838×6730×t4.67mm 파형강판 대골 TYPE-2
43 22440904 FX54503G 838×1447×t5.45mm 파형강판 대골 TYPE-2
44 22440905 FX54504G 838×1853×t5.45mm 파형강판 대골 TYPE-2
45 22440906 FX54505G 838×2260×t5.45mm 파형강판 대골 TYPE-2
46 22440907 FX54506G 838×2666×t5.45mm 파형강판 대골 TYPE-2
47 22440908 FX54507G 838×3072×t5.45mm 파형강판 대골 TYPE-2
48 22440909 FX54508G 838×3479×t5.45mm 파형강판 대골 TYPE-2
49 22440910 FX54509G 838×3885×t5.45mm 파형강판 대골 TYPE-2
50 22440911 FX54510G 838×4292×t5.45mm 파형강판 대골 TYPE-2
51 22440912 FX54511G 838×4698×t5.45mm 파형강판 대골 TYPE-2
52 22440913 FX54512G 838×5105×t5.45mm 파형강판 대골 TYPE-2
53 22440914 FX54513G 838×5511×t5.45mm 파형강판 대골 TYPE-2
54 22440915 FX54514G 838×5918×t5.45mm 파형강판 대골 TYPE-2
55 22440916 FX54515G 838×6324×t5.45mm 파형강판 대골 TYPE-2
56 22440917 FX54516G 838×6730×t5.45mm 파형강판 대골 TYPE-2
57 22440918 FX62303G 838×1447×t6.23mm 파형강판 대골 TYPE-2
58 22440919 FX62304G 838×1853×t6.23mm 파형강판 대골 TYPE-2
59 22440920 FX62305G 838×2260×t6.23mm 파형강판 대골 TYPE-2
60 22440921 FX62306G 838×2666×t6.23mm 파형강판 대골 TYPE-2
61 22440922 FX62307G 838×3072×t6.23mm 파형강판 대골 TYPE-2
62 22440923 FX62308G 838×3479×t6.23mm 파형강판 대골 TYPE-2
63 22440924 FX62309G 838×3885×t6.23mm 파형강판 대골 TYPE-2
64 22440925 FX62310G 838×4292×t6.23mm 파형강판 대골 TYPE-2
65 22440926 FX62311G 838×4698×t6.23mm 파형강판 대골 TYPE-2
66 22440927 FX62312G 838×5105×t6.23mm 파형강판 대골 TYPE-2
67 22440928 FX62313G 838×5511×t6.23mm 파형강판 대골 TYPE-2
68 22440929 FX62314G 838×5918×t6.23mm 파형강판 대골 TYPE-2
69 22440930 FX62315G 838×6324×t6.23mm 파형강판 대골 TYPE-2
70 22440931 FX62316G 838×6730×t6.23mm 파형강판 대골 TYPE-2
71 22440932 FX70103G 838×1447×t7.01mm 파형강판 대골 TYPE-2
72 22440933 FX70104G 838×1853×t7.01mm 파형강판 대골 TYPE-2
73 22440934 FX70105G 838×2260×t7.01mm 파형강판 대골 TYPE-2
74 22440935 FX70106G 838×2666×t7.01mm 파형강판 대골 TYPE-2
75 22440936 FX70107G 838×3072×t7.01mm 파형강판 대골 TYPE-2
76 22440937 FX70108G 838×3479×t7.01mm 파형강판 대골 TYPE-2
77 22440938 FX70109G 838×3885×t7.01mm 파형강판 대골 TYPE-2
78 22440939 FX70110G 838×4292×t7.01mm 파형강판 대골 TYPE-2
79 22440940 FX70111G 838×4698×t7.01mm 파형강판 대골 TYPE-2
80 22440941 FX70112G 838×5105×t7.01mm 파형강판 대골 TYPE-2
81 22440942 FX70113G 838×5511×t7.01mm 파형강판 대골 TYPE-2
82 22440943 FX70114G 838×5918×t7.01mm 파형강판 대골 TYPE-2
83 22440944 FX70115G 838×6324×t7.01mm 파형강판 대골 TYPE-2
84 22440945 FX70116G 838×6730×t7.01mm 파형강판 대골 TYPE-2
85 22440946 FX80003G 838×1447×t8.0mm 파형강판 대골 TYPE-2
86 22440947 FX80004G 838×1853×t8.0mm 파형강판 대골 TYPE-2
87 22440948 FX80005G 838×2260×t8.0mm 파형강판 대골 TYPE-2
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88 22440949 FX80006G 838×2666×t8.0mm 파형강판 대골 TYPE-2
89 22440950 FX80007G 838×3072×t8.0mm 파형강판 대골 TYPE-2
90 22440951 FX80008G 838×3479×t8.0mm 파형강판 대골 TYPE-2
91 22440952 FX80009G 838×3885×t8.0mm 파형강판 대골 TYPE-2
92 22440953 FX80010G 838×4292×t8.0mm 파형강판 대골 TYPE-2
93 22440954 FX80011G 838×4698×t8.0mm 파형강판 대골 TYPE-2
94 22440955 FX80012G 838×5105×t8.0mm 파형강판 대골 TYPE-2
95 22440956 FX80013G 838×5511×t8.0mm 파형강판 대골 TYPE-2
96 22440957 FX80014G 838×5918×t8.0mm 파형강판 대골 TYPE-2
97 22440958 FX80015G 838×6324×t8.0mm 파형강판 대골 TYPE-2
98 22440959 FX80016G 838×6730×t8.0mm 파형강판 대골 TYPE-2
99 22440960 FX90003G 838×1447×t9.0mm 파형강판 대골 TYPE-2
100 22440961 FX90004G 838×1853×t9.0mm 파형강판 대골 TYPE-2
101 22440962 FX90005G 838×2260×t9.0mm 파형강판 대골 TYPE-2
102 22440963 FX90006G 838×2666×t9.0mm 파형강판 대골 TYPE-2
103 22440964 FX90007G 838×3072×t9.0mm 파형강판 대골 TYPE-2
104 22440965 FX90008G 838×3479×t9.0mm 파형강판 대골 TYPE-2
105 22440966 FX90009G 838×3885×t9.0mm 파형강판 대골 TYPE-2
106 22440967 FX90010G 838×4292×t9.0mm 파형강판 대골 TYPE-2
107 22440968 FX90011G 838×4698×t9.0mm 파형강판 대골 TYPE-2
108 22440969 FX90012G 838×5105×t9.0mm 파형강판 대골 TYPE-2
109 22440970 FX90013G 838×5511×t9.0mm 파형강판 대골 TYPE-2
110 22440971 FX90014G 838×5918×t9.0mm 파형강판 대골 TYPE-2
111 22440972 FX90015G 838×6324×t9.0mm 파형강판 대골 TYPE-2
112 22441678 FX90016G 838×6730×t9.0mm 파형강판 대골 TYPE-2
113 22441721 FX501G 157*175*38 베이스찬넬 대골 TYPE-2
114 22440974 FX502G  20×100×225mm 앵커볼트 대골 TYPE-2
115 22440975 FX503G  20×100×305mm 앵커볼트 대골 TYPE-2
116 　22478722 FX512G Φ100 그라우트피팅홀 대골 TYPE-2
117 22440976 FX505G 430mm*12mm 엘보 대골 TYPE-2
118 22473661 FX506G 13*80 스터드 대골 TYPE-2
119 22473662 FX507G 20*55 볼트 대골 TYPE-2
120 22473657 FX508G 20*75 볼트 대골 TYPE-2
121 22473660 FX509G 230*1570 가스켓 대골 TYPE-2
122 22473659 FX510G 230*1080 가스켓 대골 TYPE-2
123 22473658 FX511G 90*2000 가스켓 대골 TYPE-2
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항 목 적 용 기 준(측정기준)
적 용 규 격

(모델)
관 련 규 정

골 깊 이 밴딩 후 

150±7mm

전 모델에 

적용

ASTM A 761 

CSA G401

골 간 격 밴딩 후 

400±13mm

전 모델에 

적용

ASTM A 761 

CSA G401

교정후

강판너비

교정후

1200±20mm

이내

전 모델에 

적용

ASTM A 761 

CSA G401

  2.2 품질기준

   2.2.1 형상 및 품질기준

        대골형 파형강판의 형상은 아래와 같으며,     

                   

                               ( TYPE-1 )

                    

                               (TYPE-2)              

         

  

   대골형 파형강판의 품질기준은 아래와 같다.

 가. TYPE-1 (골간격400mm*골깊이 150mm)
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항 목 적 용 기 준(측정기준)
적 용 규 격

(모델)
관 련 규 정

골 깊 이 밴딩 후 

140±7mm

전 모델에 

적용

ASTM A 761 

CSA G401

골 간 격 밴딩 후 

380±13mm

전 모델에 

적용

ASTM A 761 

CSA G401

교정후

강판너비

교정후

7 6 2 ± 1 3 m m 이 내

전 모델에 

적용

ASTM A 761 

CSA G401

최    소

날개길이

20mm 이상 전 모델에 

적용

ASTMA761

CSA G401   

자체기준

최    소

날개길이

20mm 이상 전 모델에 

적용

ASTMA761

CSA G401   

자체기준

벤딩 후

끝단길이

1280mm±20

이내

전 모델에 

적용

ASTM A 761 

CSA G401

볼트홀간격 425±6mm 전 모델에 

적용

ASTM A 761 

CSA G401

국토해양시방

현길이 시방기준 ± 

10mm

전 모델에 

적용

ASTM A 761 

CSA G401

     

나. TYPE-2 (골간격380mm*골깊이 140mm)
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벤딩 후

끝단길이

8 3 8 m m ± 1 3 이 내 전 모델에 

적용

ASTM A 761 

CSA G401

볼트홀간격 406.4±5mm 전 모델에 

적용

ASTM A 761 

CSA G401

국토해양시방

현길이 시방기준 ± 

10mm

전 모델에 

적용

ASTM A 761 

CSA G401

 

 제품은 상기 품질기준을 포함, 규격서에 기재한 모든 사항을 만족하며 이외의     

 사항에 대해서는 보유한 모든 품질인증의 시험기준을 만족해야 한다.

  

2.2.2 파형강판 주재료 기계적 성능 기준

재료기호

화학적 성분 기계적 특성

P(%) S(%)
아연부착량

  (g/㎡)

항복강도

(MPa)

인장강도

(MPa)

연신율(%)

t≤5 5<t≤16

SS400 ≤0.050 ≤0.05 900 ≤ 245 ≤ 400 ≤ 21 ≤ 17 ≤

ASTM

A1018

Gr40

≤0.035 ≤0.04 900 ≤ 275 ≤ 380 ≤ 19 ≤ 14 ≤

SS490 ≤0.040 ≤0.05 900 ≤ 285 ≤ 490 ≤ 19 ≤ 15 ≤

SS540 ≤0.040 ≤0.04 900 ≤ 400 ≤ 540 ≤ 16 ≤ 13 ≤

SS590 ≤0.040 ≤0.04 900 ≤ 450 ≤ 590 ≤ 14 ≤ 11 ≤

 2.2.3 파형강판 부속자재 기계적 성능 기준
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순 번 모델명 재    료 자재구성표

1  FX3003D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

2  FX3004D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

3  FX3005D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

4  FX3006D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

5  FX3007D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

6  FX3008D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

7  FX3009D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

8  FX3203D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

9  FX3204D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

10  FX3205D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

11  FX3206D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

12  FX3207D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

13  FX3208D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

14  FX3209D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

15  FX4003D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

16  FX4004D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

구  분 호 칭 강도등급
인장강도

(N/㎟)

연신율

(%)

도금두께

(㎛)
비  고

6각 볼트 M19/M22 8.8이상 830 ≤ 12 ≤ 49 ≤ 스토퍼

너  트 M19/M22 8T이상 800 ≤ 12 ≤ 49 ≤

앙  카 M12 4.6이상 400 ≤ 22 ≤ 49 ≤

베이스

찬넬

4.2T 

이상-
SS400이상 400 ≤ 17 ≤ 63 ≤

 3 구성, 재료

   가. TYPE-1
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17  FX4005D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

18  FX4006D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

19  FX4007D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

20  FX4008D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

21  FX4009D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

22  FX4303D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

23  FX4304D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

24  FX4305D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

25  FX4306D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

26  FX4307D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

27 FX4308D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

28  FX4309D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

29  FX5003D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

30  FX5004D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

31  FX5005D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

32  FX5006D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

33  FX5007D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

34  FX5008D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

35  FX5009D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

36  FX6003D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

37  FX6004D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

38  FX6005D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

39  FX6006D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc
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40  FX6007D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

41  FX6008D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

42  FX6009D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

43  FX7003D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

44   FX7004D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

45 FX7005D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

46 FX7006D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

47 FX7007D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

48  FX7008D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

49  FX7009D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

50  FX8003D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

51  FX8004D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

52  FX8005D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

53  FX8006D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

54  FX8007D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

55  FX8008D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

56  FX8009D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

57 FX216D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

58 FX220D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

59 FX301D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

60 FX302D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

61 FX303D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

62 FX318D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc
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63 FX319D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

64 FX304D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

65 FX305D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

66 FX306D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

67 FX307D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

68 FX323D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

69 FX324D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

70 FX325D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

71 FX308D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

72 FX309D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

73 FX310D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

74 FX320D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

75 FX321D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

76 FX322D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

77 FX311D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

78 FX312D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

79 FX313D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

80 FX314D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

81 FX315D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

82 FX316D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

83 FX317D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

83 FX317D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

84 FX326D Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc
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순 번 모델명 재    료 자재구성표

1 FX34203G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

2 FX34204G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

3 FX34205G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

4 FX34206G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

5 FX34207G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

6 FX34208G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

7 FX34209G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

8 FX34210G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

9 FX34211G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

10 FX34212G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

11 FX34213G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

12 FX34214G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

13 FX34215G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

14 FX34216G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

15 FX41803G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

16 FX41804G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

17 FX41805G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

18 FX41806G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

19 FX41807G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

20 FX41808G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

21 FX41809G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

 나. TYPE-2
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22 FX41810G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

23 FX41811G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

24 FX41812G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

25 FX41813G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

26 FX41814G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

27 FX41815G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

28 FX41816G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

29 FX46703G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

30 FX46704G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

31 FX46705G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

32 FX46706G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

33 FX46707G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

34 FX46708G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

35 FX46709G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

36 FX46710G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

37 FX46711G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

38 FX46712G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

39 FX46713G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

40 FX46714G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

41 FX46715G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

42 FX46716G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

43 FX54503G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

44 FX54504G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc
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45 FX54505G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

46 FX54506G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

47 FX54507G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

48 FX54508G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

49 FX54509G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

50 FX54510G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

51 FX54511G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

52 FX54512G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

53 FX54513G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

54 FX54514G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

55 FX54515G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

56 FX54516G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

57 FX62303G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

58 FX62304G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

59 FX62305G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

60 FX62306G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

61 FX62307G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

62 FX62308G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

63 FX62309G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

64 FX62310G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

65 FX62311G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

66 FX62312G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

67 FX62313G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc
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68 FX62314G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

69 FX62315G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

70 FX62316G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

71 FX70103G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

72 FX70104G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

73 FX70105G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

74 FX70106G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

75 FX70107G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

76 FX70108G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

77 FX70109G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

78 FX70110G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

79 FX70111G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

80 FX70112G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

81 FX70113G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

82 FX70114G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

83 FX70115G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

84 FX70116G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

85 FX80003G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

86 FX80004G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

87 FX80005G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

88 FX80006G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

89 FX80007G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

90 FX80008G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc
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91 FX80009G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

92 FX80010G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

93 FX80011G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

94 FX80012G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

95 FX80013G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

96 FX80014G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

97 FX80015G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

98 FX80016G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

99 FX90003G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

100 FX90004G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

101 FX90005G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

102 FX90006G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

103 FX90007G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

104 FX90008G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

105 FX90009G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

106 FX90010G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

107 FX90011G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

108 FX90012G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

109 FX90013G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

110 FX90014G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

111 FX90015G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

112 FX90016G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

113 FX501G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc
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114 FX502G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

115 FX503G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

116 FX504G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

117 FX505G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

118 FX506G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

119 FX507G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

120 FX508G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

121 FX509G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

122 FX510G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

123 FX511G Galvanized Steel, 
① Steel(ASTM A 1018 Gr40 또는 SS490)

② Zinc

순

번
모델명

시공두께/

구격치수

(mm)

자재소요량
원산

지품명 재질(모델) 규격 단위 수량

1 FX3003D
3.0/

1280×1555

HR Steel 설계사양 1280×1555×3.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

2 FX3004D
3.0/

1280×1980

HR Steel 설계사양 1280×1980×3.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

3 FX3005D
3.0/

1280×2405

HR Steel 설계사양 1280×2405×3.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

4 FX3006D
3.0/

1280×2830

HR Steel 설계사양 1280×2830×3.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

5 FX3007D
3.0/

1280×3255

HR Steel 설계사양 1280×3255×3.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

6 FX3008D 3.0/ HR Steel 설계사양 1280×3680×3.0mm 장 1 한국

[ 주요자재소요량 ]

  가. TYPE-1
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1280×3680
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

7 FX3009D
3.0/

1280×4105

HR Steel 설계사양 1280×4105×3.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

8 FX3203D
3.2/

1280×1555

HR Steel 설계사양 1280×1555×3.2mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

9 FX3204D
3.2/

1280×1980

HR Steel 설계사양 1280×1980×3.2mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

10 FX3205D
3.2/

1280×2405

HR Steel 설계사양 1280×2405×3.2mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

11 FX3206D
3.0/

1280×2830

HR Steel 설계사양 1280×2830×3.2mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

12 FX3207D
3.2/

1280×3255

HR Steel 설계사양 1280×3255×3.2mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

13 FX3208D
3.2/

1280×3680

HR Steel 설계사양 1280×3680×3.2mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

14 FX3209D
3.2/

1280×4105

HR Steel 설계사양 1280×4105×3.2mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

15 FX4003D
4.0/

1280×1555

HR Steel 설계사양 1280×1555×4.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

16 FX4004D
4.0/

1280×1980

HR Steel 설계사양 1280×1980×4.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

17 FX4005D
4.0/

1280×2405

HR Steel 설계사양 1280×2405×4.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

18 FX4006D
4.0/1280×28

30

HR Steel 설계사양 1280×2830×4.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

19 FX4007D
4.0/

1280×3255

HR Steel 설계사양 1280×3255×4.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

20 FX4008D 4.0/ HR Steel 설계사양 1280×3680×4.0mm 장 1 한국
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1280×3680
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

21 FX4009D
4.0/

1280×4105

HR Steel 설계사양 1280×4105×4.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

22 FX4303D
4.3/

1280×1555

HR Steel 설계사양 1280×1555×4.3mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

23 FX4304D
4.3/

1280×1980

HR Steel 설계사양 1280×1980×4.3mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

24 FX4305D
4.3/

1280×2405

HR Steel 설계사양 1280×2405×4.3mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

25 FX4306D
4.3/

1280×2830

HR Steel 설계사양 1280×2830×4.3mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

26 FX4307D
4.3/

1280×3255

HR Steel 설계사양 1280×3255×4.3mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

27 FX4308D
4.3/

1280×3680

HR Steel 설계사양 1280×3680×4.3mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

28 FX4309D
4.3/

1280×4105

HR Steel 설계사양 1280×4105×4.3mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

29 FX5003D
5.0/

1280×1555

HR Steel 설계사양 1280×1555×5.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

30 FX5004D
5.0/

1280×1980

HR Steel 설계사양 1280×1980×5.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

31 FX5005D
5.0/

1280×2405

HR Steel 설계사양 1280×2405×5.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

32 FX5006D
5.0/

1280×2830

HR Steel 설계사양 1280×2830×5.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

33 FX5007D
5.0/

1280×3255

HR Steel 설계사양 1280×3255×5.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

34 FX5008D 5.0/ HR Steel 설계사양 1280×3680×5.0mm 장 1 한국
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1280×3680
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

35 FX5009D
5.0/

1280×4105

HR Steel 설계사양 1280×4105×5.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

36 FX6003D
6.0/

1280×1555

HR Steel 설계사양 1280×1555×6.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

37 FX6004D
6.0/

1280×1980

HR Steel 설계사양 1280×1980×6.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

38 FX6005D
6.0/

1280×2405

HR Steel 설계사양 1280×2405×6.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

39 FX6006D
6.0/

1280×2830

HR Steel 설계사양 1280×2830×6.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

40 FX6007D
6.0/

1280×3255

HR Steel 설계사양 1280×3255×6.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

41 FX6008D
6.0/

1280×3680

HR Steel 설계사양 1280×3680×6.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

42 FX6009D
6.0/

1280×4105

HR Steel 설계사양 1280×4105×6.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

43 FX7003D
7.0/

1280×1555

HR Steel 설계사양 1280×1555×7.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

44 FX7004D
7.0/

1280×1980

HR Steel 설계사양 1280×1980×7.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

45 FX7005D
7.0/

1280×2405

HR Steel 설계사양 1280×2405×7.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

46 FX7006D
7.0/ 

1280×2830

HR Steel 설계사양 1280×2830×7.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

47 FX7007D
7.0/ 

1280×3255

HR Steel 설계사양 1280×3255×7.0mm 장 1 한국

아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국
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순

번
모델명

시공두께/
구격치수

(mm)

자재소요량
원산

지품명 재질(모델) 규격 단위 수량

1 FX34203G
3.42/

838×1447

HR Steel 설계사양 838×1447×3.42mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

2 FX34204G
3.42/

838×1853

HR Steel 설계사양 838×1853×3.42mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

3 FX34205g
3.42/

838×2260

HR Steel 설계사양 838×2260×3.42mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재 설계사양 설계사양 - - 한국

48 FX7008D
7.0/ 

1280×3680

HR Steel 설계사양 1280×3680×7.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

49 FX7009D
7.0/ 

1280×4105

HR Steel 설계사양 1280×4105×7.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

50 FX8003D
8.0/ 

1280×1555

HR Steel 설계사양 1280×1555×8.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

51 FX8004D
8.0/ 

1280×1980

HR Steel 설계사양 1280×1980×8.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

52 FX8005D
8.0/ 

1280×2405

HR Steel 설계사양 1280×2405×8.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

53 FX8006D
8.0/ 

1280×2830

HR Steel 설계사양 1280×2830×8.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

54 FX8007D
8.0/ 

1280×3255

HR Steel 설계사양 1280×3255×8.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

55 FX8008D
8.0/ 

1280×3680

HR Steel 설계사양 1280×3680×8.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

56 FX8009D
8.0/ 

1280×4105

HR Steel 설계사양 1280×4105×8.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

 나. TYPE-2
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(볼트 외)

4 FX34206G
3.42/

838×2666

HR Steel 설계사양 838×2666×3.42mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

5 FX34207G
3.42/

838×3072

HR Steel 설계사양 838×3072×3.42mm 장 1 한국

아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

6 FX34208G
3.42/

838×3479

HR Steel 설계사양 838×3479×3.42mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

7 FX34209G
3.42/

838×3885

HR Steel 설계사양 838×3885×3.42mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

8 FX34210G
3.42/

838×4292

HR Steel 설계사양 838×4292×3.42mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

9 FX34211G
3.42/

838×4698

HR Steel 설계사양 838×4698×3.42mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

10 FX34212G
3.42/

838×5105

HR Steel 설계사양 838×5105×3.42mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

11 FX34213G
3.42/

838×5511

HR Steel 설계사양 838×5511×3.42mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

12 FX34214G
3.42/

838×5918

HR Steel 설계사양 838×5918×3.42mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

13 FX34215G
3.42/

838×6324

HR Steel 설계사양 838×6324×3.42mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

14 FX34216G
3.42/

838×6730

HR Steel 설계사양 838×6730×3.42mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

15 FX41803G
4.18/

838×1447

HR Steel 설계사양 838×1447×4.18mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

16 FX41804G
4.18/

838×1853

HR Steel 설계사양 838×1853×4.18mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

17 FX41805G
4.18/

838×2260

HR Steel 설계사양 838×2260×4.18mm 장 1 한국

아연 아연 용융아연도금 g/㎡ 900 한국
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부속자재
(볼트 외)

설계사양 설계사양 - - 한국

18
FX418106

G

4.18/

838×2666

HR Steel 설계사양 838×2666×4.18mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

19 FX41807G
4.18/

838×3072

HR Steel 설계사양 838×3072×4.18mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

20 FX41808G
4.18/

838×3479

HR Steel 설계사양 838×3479×4.18mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

21 FX41809G
4.18/

838×3885

HR Steel 설계사양 838×3885×4.18mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

22 FX41810G
4.18/

838×4292

HR Steel 설계사양 838×4292×4.18mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

23 FX41811G
4.18/

838×4698

HR Steel 설계사양 838×4698×4.18mm 장 1 한국

아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

24 FX41812G
4.18/

838×5105

HR Steel 설계사양 838×5105×4.18mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

25 FX41813G
4.18/

838×5511

HR Steel 설계사양 838×5511×4.18mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

26 FX41814G
4.18/

838×5918

HR Steel 설계사양 838×5918×4.18mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

27 FX41815G
4.18/

838×6324

HR Steel 설계사양 838×6324×4.18mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

28 FX41816G
4.18/

838×6730

HR Steel 설계사양 838×6730×4.18mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

29 FX46703G
4.67/

838×1447

HR Steel 설계사양 838×1447×4.67mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

30 FX46704G
4.67/

838×1853

HR Steel 설계사양 838×1853×4.67mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

31 FX46705G 4.67/ HR Steel 설계사양 838×2260×4.67mm 장 1 한국
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838×2260
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

32 FX46706G
4.67/

838×2666

HR Steel 설계사양 838×2666×4.67mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

33 FX46707G
4.67/

838×3072

HR Steel 설계사양 838×3072×4.67mm 장 1 한국

아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

34 FX46708G
4.67/

838×3479

HR Steel 설계사양 838×3479×4.67mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

35 FX46709G
4.67/

838×3885

HR Steel 설계사양 838×3885×4.67mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

36 FX46710G
4.67/

838×4292

HR Steel 설계사양 838×4292×4.67mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

37 FX46711G
4.67/

838×4698

HR Steel 설계사양 838×4698×4.67mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

38 FX46712G
4.67/

838×5105

HR Steel 설계사양 838×5105×4.67mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

39 FX46713G
4.67/

838×5511

HR Steel 설계사양 838×5511×mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

40 FX46714G
4.67/

838×5918

HR Steel 설계사양 838×5918×4.67mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

41 FX46715G
4.67/

838×6324

HR Steel 설계사양 838×6324×4.67mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

42 FX46716G
4.67/

838×6730

HR Steel 설계사양 838×6730×4.67mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

43 FX54503G
5.45/

838×1447

HR Steel 설계사양 838×1447×5.45mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

44 FX54504G
5.45/

838×1853

HR Steel 설계사양 838×1853×5.45mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재 설계사양 설계사양 - - 한국
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(볼트 외)

45 FX54505G
5.45/

838×2260

HR Steel 설계사양 838×2260×5.45mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

46 FX54506G
5.45/

838×2666

HR Steel 설계사양 838×2666×5.45mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

47 FX54507G
5.45/

838×3072

HR Steel 설계사양 838×3072×5.45mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

48 FX54508G
5.45/

838×3479

HR Steel 설계사양 838×3479×5.45mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

49 FX54509G
5.45/

838×3885

HR Steel 설계사양 838×3885×5.45mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

50 FX54510G
5.45/

838×4292

HR Steel 설계사양 838×4292×5.45mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

51 FX54511G
5.45/

838×4698

HR Steel 설계사양 838×4698×5.45mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

52 FX54512G
5.45/

838×5105

HR Steel 설계사양 838×5105×5.45mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

53 FX54513G
5.45/

838×5511

HR Steel 설계사양 838×5511×5.45mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

54 FX54514G
5.45/

838×5918

HR Steel 설계사양 838×5918×5.45mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

55 FX54515G
5.45/

838×6324

HR Steel 설계사양 838×6324×5.45mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

56 FX54516G
5.45/

838×6730

HR Steel 설계사양 838×6730×5.45mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

57 FX62303G
6.23/

838×1447

HR Steel 설계사양 838×1447×6.23mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

58 FX62304G
6.23/

838×1853

HR Steel 설계사양 838×1853×6.23mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재 설계사양 설계사양 - - 한국
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(볼트 외)

59 FX62305G
6.23/

838×2260

HR Steel 설계사양 838×2260×6.23mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

60 FX62306G
6.23/

838×2666

HR Steel 설계사양 838×2666×6.23mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

61 FX62307G
6.23/

838×3072

HR Steel 설계사양 838×3072×6.23mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

62 FX62308G
6.23/

838×3479

HR Steel 설계사양 838×3479×6.23mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

63 FX62309G
6.23/

838×3885

HR Steel 설계사양 838×3885×6.23mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

64 FX62310G
6.23/

838×4292

HR Steel 설계사양 838×4292×6.23mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

65 FX62311G
6.23/

838×4698

HR Steel 설계사양 838×4698×6.23mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

66 FX62312G
6.23/

838×5105

HR Steel 설계사양 838×5105×6.23mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

67 FX62313G
6.23/

838×5511

HR Steel 설계사양 838×5511×6.23mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

68 FX62314G
6.23/

838×5918

HR Steel 설계사양 838×5918×6.23mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

69 FX62315G
6.23/

838×6324

HR Steel 설계사양 838×6324×6.23mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

70 FX62316G
6.23/

838×6730

HR Steel 설계사양 838×6730×6.23mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

71 FX70103G
7.01/

838×1447

HR Steel 설계사양 838×1447×7.01mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

72 FX70104G
7.01/

838×1853

HR Steel 설계사양 838×1853×7.01mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재 설계사양 설계사양 - - 한국
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(볼트 외)

73 FX70105G
7.01/

838×2260

HR Steel 설계사양 838×2260×7.01mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

74 FX70106G
7.01/

838×2666

HR Steel 설계사양 838×2666×7.01mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

75 FX70107G
7.01/

838×3072

HR Steel 설계사양 838×3072×7.01mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

76 FX70108G
7.01/

838×3479

HR Steel 설계사양 838×3479×7.01mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

77 FX70109G
7.01/

838×3885

HR Steel 설계사양 838×3885×7.01mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

78 FX70110G
7.01/

838×4292

HR Steel 설계사양 838×4292×7.01mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

79 FX70111G
7.01/

838×4698

HR Steel 설계사양 838×4698×7.01mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

80 FX70112G
7.01/

838×5105

HR Steel 설계사양 838×5105×7.01mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

81 FX70113G
7.01/

838×5511

HR Steel 설계사양 838×5511×7.01mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

82 FX70114G
7.01/

838×5918

HR Steel 설계사양 838×5918×7.01mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

83 FX70115G
7.01/

838×6324

HR Steel 설계사양 838×6324×7.01mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

84 FX70116G
7.01/

838×6730

HR Steel 설계사양 838×6730×7.01mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

85 FX80003G
8.0/

838×1447

HR Steel 설계사양 838×1447×8.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

86 FX80004G
8.0/

838×1853

HR Steel 설계사양 838×1853×8.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재 설계사양 설계사양 - - 한국
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(볼트 외)

87 FX80005G
8.0/

838×2260

HR Steel 설계사양 838×2260×8.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

88 FX80006G
8.0/

838×2666

HR Steel 설계사양 838×2666×8.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

89 FX80007G
8.0/

838×3072

HR Steel 설계사양 838×3072×8.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

90 FX80008G
8.0/

838×3479

HR Steel 설계사양 838×3479×8.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

91 FX80009G
8.0/

838×3885

HR Steel 설계사양 838×3885×8.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

92 FX80010G
8.0/

838×4292

HR Steel 설계사양 838×4292×8.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

93 FX80011G
8.0/

838×4698

HR Steel 설계사양 838×4698×8.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

94 FX80012G
8.0/

838×5105

HR Steel 설계사양 838×5105×8.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

95 FX80013G
8.0/

838×5511

HR Steel 설계사양 838×5511×8.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

96 FX80014G
8.0/

838×5918

HR Steel 설계사양 838×5918×8.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

97 FX80015G
8.0/

838×6324

HR Steel 설계사양 838×6324×8.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

98 FX80016G
8.0/

838×6730

HR Steel 설계사양 838×6730×8.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

99 FX90003G
9.0/

838×1447

HR Steel 설계사양 838×1447×9.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

100 FX90004G
9.0/

838×1853

HR Steel 설계사양 838×1853×9.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재 설계사양 설계사양 - - 한국
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(볼트 외)

101 FX90005G
9.0/

838×2260

HR Steel 설계사양 838×2260×9.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

102 FX90006G
9.0/

838×2666

HR Steel 설계사양 838×2666×9.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

103 FX90007G
9.0/

838×3072

HR Steel 설계사양 838×3072×9.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

104 FX90008G
9.0/

838×3479

HR Steel 설계사양 838×3479×9.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

105 FX90009G
9.0/

838×3885

HR Steel 설계사양 838×3885×9.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

106 FX90010G
9.0/

838×4292

HR Steel 설계사양 838×4292×9.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

107 FX90011G
9.0/

838×4698

HR Steel 설계사양 838×4698×9.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

108 FX90012G
9.0/

838×5105

HR Steel 설계사양 838×5105×9.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

109 FX90013G
9.0/

838×5511

HR Steel 설계사양 838×5511×9.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

110 FX90014G
9.0/

838×5918

HR Steel 설계사양 838×5918×9.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

111 FX90015G
9.0/

838×6324

HR Steel 설계사양 838×6324×9.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국

112 FX90016G
9.0/

838×6730

HR Steel 설계사양 838×6730×9.0mm 장 1 한국
아연 아연 용융아연도금 g/㎡ 900 한국

부속자재
(볼트 외)

설계사양 설계사양 - - 한국
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모 델 명 형  태

TYPE-1
FX3003D~FX8009D

(전 규격 같은 형태)

TYPE-2
FX34203G~FX90016G

(전 규격 같은 형태)

 4 구조 및 형태

  4.1 전체사진
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시공 사진 시공 사진

박스형 반원 아치형

생태통로 저 류 조

저 장 고 군사 시설물

  4.2 제품 구조

      파형강판 구조물은 파형으로 절곡된 강판을 구조물의 형상 및 규격에 따라 설계도면에  

       의거 벤딩장치를 이용하여 파형강판을 도면에 맞게 한 장 한 장 곡율을 주고 볼트 조  

       립을 하기 위한 볼트 홀을 펀칭기로 천공을 하고 이를 용도에 맞게 용융아연도금 또는  

       알루미늄 도금, 도장 및 코팅 등의 방법으로 방식작용을 하게 한다. 구조물의 종류는

     원형, 수평 타원형, 수직 타원형, 파이프 아치형, 피어 아치형, 아치형, 반원 아치형, 
     부분 아치형 등이 있다.

   4.2.1 형태별,용도별 시공 사진
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<용융아연도금 강판> <알루미늄도금 강판>

4.3 마감 및 외관

   4.3.1 마감
       파형강판 구조물은 내구성을 확보하기 위하여 용융아연도금을 기본으로 하고 현장   
       여건에 따라 알루미늄도금을 하기도 하며, 도시경관 및 주위 환경과의 조화를 위하여  
       다양한 형태의 도장 및 코팅을 행하기도 한다.

                                     <코팅 강판>

    4.3.2 외관

         1) 콘크리트 기초부의 균열이 없을 것

         2) 파형강판과 기초 콘크리트 간 접합부가 이상이 없을 것

         3) 파형강판의 균열 또는 찢김이 없을 것

         4) 파형강판 구조믈 길이 방향의 배부름이 발생하지 않을 것

         5) 볼트 체결 상태가 양호하며 누락개소가 없을 것

         6) 용융아연 도금량이 기준치에 적합할 것
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제조 공정 작업내용 및 관련 특허

소재입고

 소재 보관장에서 파형강판 생산을 위한 열연강판 작업 준비공정

절곡

 열연강판에 파형골을 형성하기 위한 제조 공정

펀칭

 절곡된 파형강판을 조립도면에 의거 볼트 조립을 위한 볼트 홀

 천공 공정

 - 특허 제0851882호 골강판 펀칭장치(2008. 08. 06)

벤  딩

 절곡,펀칭된 파형강판을 조립도면에 의거 R값(곡율) 기준으로

 벤딩하는 공정

 - 특허 제0750070호 파형강판 벤딩장치(2007. 08. 10) 

교정

 벤딩 된 파형강판 양단부의 퍼짐현상(스프링 백)을 다시 복원해

 주는 공정

도금

 열연강판으로 완성 된 제품에 대하여 용융아연도금으로 방식

 기능을 증대시키는 공정

 - 아연도금량 : 양면 900g/㎡ 이상

5. 제조 및 가공

  5.1 제조공정 및 관련 특허

  - 최종제품은 기준 치수 및 형태(피치 및 골 깊이, 외관)를 만족하여야 한다.
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 6 기능 및 성능

6.1 기능 

 6.1.1 특허 제0878008호 파형강판 구조물의 방수방법 및  방수구조

 1. 등록번호  특허 제 0878008호  2. 등 록 일 2009년 01월 05일

 3. 발명(고안)의 명칭/ 의장대
상 물품

파형강판 구조물의 방수방법 및 방수구조

 4. 발명․고안․의장 내용
◦ 파형강판의 표면에 프라이머층이 도포되어지도록 하여 이음부를 결합시킨 후  그 표면에 에폭시, 

폴리우레아, 아스콘, 우레아 또는 폴리우레아 코팅액이 분사되어 열 경화됨으로써 내화학성, 내
마모성, 내충격성과 이음부 누수를 방지하여 방수성능과 파형강판구조물의 수명을 극대화.       

             

 5. 신청제품에 적용한 내용(적용 부분 명칭, 적용 정도 등을 기술)

 

<이음부 일체형 코팅>
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  6.1.2 특허 제0750070호 파형강판 벤딩장치

 1. 등록번호  특허 제10-0750070호  2. 등 록 일 2007년 08월 10일

 3. 발명(고안)의 명칭/ 의장대
상 물품

파형강판 벤딩장치

 4. 발명․고안․의장 내용

    ◦ 파형강판 설계도면에 대한 벤딩값을 효과적으로 수행하기 위한 설비에 관한 것 임

                     

 5. 신청제품에 적용한 내용

    ◦ 골을 형성한 강판을 효율적으로 벤딩하기 위한 설비의 구성으로 시공오차를 최소

        화하여 시공성을 향상 시킬 수 있음
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  6.1.3 특허 제851882호 골강판 펀칭장치

 1. 등록번호  특허 제10-0851882호  2. 등 록 일 2008년 08월 06일

 3. 발명(고안)의 명칭/ 의장대
상 물품

골강판 펀칭장치

 4. 발명․고안․의장 내용

    ◦ 파형강판 조립을 위한 볼트 홀을 천공하는 설비에 관한 것 임

            

 5. 신청제품에 적용한 내용

    ◦ 정확한 볼트 홀 위치를 천공함으로써 현장 시공 시 조립이 원활하고 시공오차를

        최소화 할 수 있음
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  6.1.4 특허 제0725997호 파형강판 구조물의 방수구조

 1. 등록번호  특허 제 0725997호  2. 등 록 일 2007년 05월 31일

 3. 발명(고안)의 명칭/ 의
장대상 물품

 파형강판 구조물의 방수구조 

 4. 발명․고안․의장 내용
◦ 평면에 방수시트가 덮여 지도록 함으로써 지중수가 누수 되는 것을 원천적으로 방지하는 것.

◦ 또한, 이를 통해 부식이 발생되는 것을 막아 파형강판의 수명을 증대 시키는 것.   

 5. 신청제품에 적용한 내용

    ◦ 보강라이너와 라이너를 이용하여 평면성을 확보 하고 외부면에 시트 방수를 실시 함으로써 

      방수 성능을 극대화 시킴
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6.2 성능 및 시험방법

  6.2.1 성능인증(제14-155호) 토목구조용 파형강판  

  6.2.2. 성능인증(제14-205호) 일체형 강재거푸집을 적용한 RC보강 파형강판 (대골형)     

      6.2.2.1 휨강도 시험(의뢰자 제시 - 현장 입회 시험)       

        파형강판 구조물에 작용하는 모멘트(외력)에 대해  파형강판 휨강성(내력)을 평가하는  

       시험으로 실제 시험체를 제작하여  UTM기로 가력 함으로써 실제 생산되는 강판의 휨  

       능력을 평가 하는 시험으로 [ 성능인증 당시 인용한 자사제시규격에 따른 시험방법과   

       기준을 만족한다 ]

       1) 시험 방법

       가. 정적 하중을 사용하여 압축

       나. 시험체를 가력하여 시험체 하중-변위 그래프 작성하여 휨강도 결정

그림 6 - 본체 휨 강도 시험 도시도

              

                           (휨 강도 시험 현장 장착 사진 Ⅰ,Ⅱ,Ⅲ) 



- 40 -

     

        2) 소성 단면계수 Z(㎤/m) 산출

                      

         

                              모멘트   or  ×가력부까지길이                            

                              소성단면계수 항복강도 
모멘트 

소재폭 

        3) 현장 시험 data

         가. 표준형 3.2t

          

     (시험 준비)                   (3.2t 확인)              (항복변위 확인)

          (1) 시험 data

             - Pt = 71.78KN, 가력부 길이(a) = 0.574m, 소재폭 = 0.85m

             - M모멘트 = 71.78/2*0.574 = 20,601

             - Z소성단면계수 = M(20,601)/fy(항복강도-326)/소재폭(0.85) = 

                             74.345(㎤/m)

          (2) 시험 결과
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            - 국토해양부 표준시방서 소성단면계수 기준치 60.99(㎤/m)를 상회(충족)

         나. 대골형 4.0t

           

  (입회 시험 확인)            (항복변위 가력 중)             (항복변위 완료)

          1) 시험 data

            - Pt = 440.22KN, 가력부 길이(a) = 0.642m, 소재폭 = 1.28m

            - M모멘트 = 440.22/2*0.642 = 141,264

            - Z소성단면계수= M(141,264)/fy(항복강도-420)/소재폭(1.28)= 262.768(㎤/m)

           2) 시험 결과

            - 국토해양부 표준시방서 소성단면계수 기준치 252.66(㎤/m)를 상회(충족)

        다. 대골형 8.0t

            

     (시험 준비)              (항복변위 가력 중)            (항복변위 완료)

           1) 시험 data

            - Pt = 831.5KN, 가력부 길이(a) = 0.642m, 소재폭 = 1.28m

            - M모멘트 = 831.5/2*0.802 = 333,540

            - Z소성단면계수= M(333,540)/fy(항복강도-375)/소재폭(1.28)= 694.876(㎤/m)

           2) 시험 결과

            - 국토해양부 표준시방서 소성단면계수 기준치 518.88(㎤/m)를 상회(충족)
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       4) 시험 결과

구   분 소재 두께(mm)
소성단면계수
(국토해양부
시방서 기준)
(단위:㎤/m)

신청제품
(단위:㎤/m) 비  고

표준형 3.2 60.99 74.345 적합
대골형 4.0 252.66 262.768 적합

8.0 518.88 694.876 적합
      - 소성단면계수에 대한 현장 시험 결과 공공기관(국토해양부)의 표준시방서

        기준을 상회(충족) 하였으며, 이는 경쟁제품과의 소성단면계수 비교에서

        절대적 우위를 확보 구조적 안정성/내하력 등에서 비교 우위임을 입증 함.

      6.2.2.2 항복강도/인장강도/연신율/아연부착량 시험 

        1) 항복 강도 시험(KS B 0801 금속재료인장시험편 14B 기준)

          가. 시험 방법

          나. 동일 소재의 평판에서 1개, 파형강판의 산부분에서 2개의 시편을 채취

              KS B 0801의 금속재료 인장시험 방법에 따라 시험 실시

            - 시편의 크기 : 길이 500.5mm*폭 20.5mm(KS B 0801 시험편 14B)  

          다. 시험 결과

구  분 재 료
기 호

두 께
t(mm)

항 복 강 도(N/㎟) 시험
방법기 준 평 판  절곡 강판

표준형 SS400 3.2 245≤ 323 326
KS B
0801대골형

ASTM A 
1018  Gr40 4.0 275≤ 412 420

ASTM A 
1018  Gr40 8.0 275≤ 397 375

           - 시험 결과 평판과 절곡강판 모두가 KS D 3503(일반구조용 압연강재)과

             KS D 3506(용융 아연도금 강판 및 강대) 시험기준에 적합 함   
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        2) 인장 강도 시험(KS B 0801 금속재료인장시험편 14B 기준)

          가. 시험 방법

           1) 동일 소재의 평판에서 1개, 파형강판의 산부분에서 2개의 시편을 채취

              KS B 0801의 금속재료 인장시험 방법에 따라 시험 실시

             - 시편의 크기 : 길이 500.5mm*폭 20.5mm(KS B 0801 시험편 14B)  

          나. 시험 결과

구  분 재 료
기 호

두 께
t(mm)

인 장 강 도(N/㎟) 시험
방법기 준 평 판  절곡 강판

표준형 SS400 3.2 400≤ 446 441
KS B
0801대골형

ASTM A 
1018  Gr40 4.0 380≤ 505 504

ASTM A 
1018  Gr40 8.0 380≤ 563 549

            - 시험 결과 평판과 절곡강판 모두가 KS D 3503(일반구조용 압연강재)과

              KS D 3506(용융 아연도금 강판 및 강대) 시험기준에 적합 함  

        3) 연신율(KS B 0801 금속재료인장시험편 14B 기준)

         가. 시험 방법

          1) 동일 소재의 평판에서 1개, 파형강판의 산부분에서 2개의 시편을 채취

             KS B 0801의 금속재료 인장시험 방법에 따라 시험 실시

            - 시편의 크기 : 길이 500.5mm*폭 20.5mm(KS B 0801 시험편 14B)  

         나. 시험 결과

구  분 재 료
기 호

두 께
t(mm)

연 신 율(%) 시험
방법기 준 평 판  절곡 강판t≤5 5<t≤16

표준형 SS400 3.2 21≤ 17≤ 26 26
KS B
0801대골형

ASTM A 
1018  Gr40 4.0 19≤ 14≤ 30 29

ASTM A 
1018  Gr40 8.0 19≤ 14≤ 35 37

            - 시험 결과 평판과 절곡강판 모두가 KS D 3503(일반구조용 압연강재)과



- 44 -

              KS D 3506(용융 아연도금 강판 및 강대) 시험기준에 적합 함  

        4) 아연 부착량 시험(KS D 0201 기준)

         가. 시험 방법(간접법)

          1) 동일 소재의 평판 또는 절곡된 강판에서 시편크기 60mm*60mm로 3개를

             채취하여 KS D 0201의 용융 아연도금 시험방법의 간접법에 의거 시험

         나. 시험 결과

구  분 재 료
기 호

두 께
t(mm)

아 연 부 착 량(g/㎡) 시험
방법기 준 시 험 결 과

표준형 SS400 3.2 900≤ 1,352
KS D
0201대골형

ASTM A 
1018  Gr40 4.0 900≤ 1,979

ASTM A 
1018  Gr40 8.0 900≤ 1,381

            - 시험 결과 평판과 절곡강판 모두가 KS D 0201(용융아연도금 시험방법)  

              시험기준에 적합 함

 

7. 하자보증 : 납품 ‧ 설치일로부터 1년

보증기간 내 제작자의 설계 및 제작과오로 하자 발생 시 제작자 부담으로 즉시 

보수 및 교환하며, 사용자 잘못으로 인한 하자가 발생할 시 사용자의 부담으로 

한다.

8. 포장 및 표시  

  8.1 포장

   포장은 용융아연도금 후 실시하고 강판과 강판이 겹쳐서 발생하는 아연 도금층

   의 손상을 방지하기 위하여 층간분리를 ROPE를 이용하여 적정량을 적재하여    

   철밴드로 고정을 시키고 습기를 방지하기 위하여 비닐로 전면을 감싼다. 

   

  8.2 표시

   포장단위에 대한 표시는 납품서에 공사명, 두께, 길이, 수량, 중량을 기재하여

   출하한다.
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9. 적용자료

   1) KS D 3590 파형강관 및 파형섹션

   2) KS B 0801 금속재료 인장 시험편

   3) KS D 0201 용융 아연 도금 시험 방법   

   4) AASHTO M167 Standard Specification for Corrugated Steel Structural Plate,

                     Zinc-Coated, for Field-Bolted Pipe, Pipe-Arches, and Arches

   5) 2009년 국토해양부 도로교 표준시방서 제5장 파형암거

   6) ASTM A761 Standard Specification for Corrugated Steel Structural Plate, Zinc-

                  coated, for Field-Bolted Pipe, Pipe-Arches, and Arches

   7) CSA G401 Corrugated Steel Pipe Products

   8) 브릿지 플레이트 강합성 빔보강부재의 성능평가시험 및 실용화 연구(2008. 03)

      - 한양대학교 심종성

   9) 브릿지 플레이트의 이음부 보강에 따른 강도 평가에 대한 실험적 연구(2009. 1)

      - 진주산업대학교 오홍섭

    


